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Program Area:  Monitoring                                             Directive Number: D-48 
  
Date:  February 25, 2009                                           Supersedes: N/A 
 
Subject:  Clarification of LTPP Distress Data Collection Procedures for 

Patching and Lateral Extent of Test Sections for Survey Purposes 
 
 
The Patch/Patch Deterioration severity levels criteria for AC, JCP and CRCP in the "Distress 
Identification Manual for the Long-Term Pavement Performance Program" shall be modified as 
follows: 
 
1.   Modify the description of Patch/Patch Deterioration (ACP 7) on page 16 to read as follows:  
"A portion of the pavement surface, greater than or equal to 0.1 m², that has been removed and 
replaced or additional material applied to the pavement after original construction". 
 
2.  Add the following to the low severity criteria for ACP Patch/Patch Deterioration (ACP 7): 
"no loss of patching material". 
 
3.  Modify the description of Patch/Patch Deterioration (JCP 15) on page 56 to read as follows:  
"A portion, greater than or equal to 0.1 sq m², or all of the original concrete slab that has been 
removed and replaced, or additional material applied to the pavement after original 
construction". 
 
4.  Add the following to the low severity criteria for JCP Patch/Patch Deterioration (JCP 15): "no 
loss of patching material". 
 
5.  Add the following to the high severity criteria for JCP Patch/Patch Deterioration (JCP 15): "or 
the patch has additional different patch material within it". 
 
6.  Modify the description of Patch/Patch Deterioration (CRCP 11) on page 76 to read as 
follows:  "A portion, greater than or equal to 0.1 sq m², or all of the original concrete slab that 
has been removed and replaced, or additional material applied to the pavement after original 
construction". 
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